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Project Background

* Piezoelectric generators are currently being studied
In a variety of energy harvesting situations.

e The goal of this project is to power implanted
electronic medical devices with implanted
piezoelectric generators, augmenting or replacing the
external power supplies or implanted batteries
currently used as power sources.
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Intro to Piezoelectrics

* Produce a voltage when stressed mechanically
 Mechanically deflect when exposed to a voltage

« Stacked piezoelectrics are composed of layers of
capacitive material connected electrically in parallel
and mechanically in series
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Problem Definition

o (Goal is to maximize power output of stack generator

 Power output is greatest when impedance of stack is
lowest

* Impedance varies with frequency
« Experimentally determine resonance frequencies
* Looking for resonance below 50 Hz, higher




National Aeronautics and Space Administration

Approach

» Use two stacks, one to actuate one for generation
* Apply AC voltage to actuator

 Measure output peak-to-peak voltage across load
resistor in series with generator.

 Record over a frequency range 1Hz to 7KHz
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Experimental Set-up
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Initial Results

Possible Resonances
Anti-Resonance
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Input Voltage
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Analytical Resonance

« Stack resonances calculable from physical
characteristics

e Listed resonance at 74kHz

» Tested stacks with a low field impedance analyzer.
No resonance peaks detected under 7kHz

e Without force transducer, not able to determine
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Theoretical Approach
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Theoretical Comparison

m=1 m=2
f long/f _flex| n n
f 3=1stlong;
f 3If 2 1.257 f 2=1stflex | 3.491
f 3=1st long;
f 3/f 4 0.338 0.940 f 4=2nd flex
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Theoretical Comparison

Speed of Sound (v) m/s

Frequency (Hz) Longitudinal Flexural

370 13.32 23.50

950 16.92 25.09
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Conclusions

* No resonances detected within the design range
(<50Hz) of the implantable piezoelectric generator

e Discrepancies between these results and those of the
Impedance analyzer are most likely due to the
difference in the applied electric field. A high electric
filed was used in these tests as compared to the low
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Future Work

« Measure power output vs. frequency

e Advances is piezoelectrics may produce stacks with
lower resonance frequencies

e It may be possible to develop a system or device
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Rabbit Experiment

e (Goalis to show that less energy is used to stimulate
the muscle than the muscle is able to output through
the generator

« Rabbit muscle is stimulated via nerve cuff
e Force of twitch is transmitted to generator
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Rabbit Experiment
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